
LEGEND NOTES:

1.

2.

THE HORIZONTAL CONTROL IS REFERENCED TO THE NAD83

WISCONSIN STATE PLANE COORDINATE SYSTEM

3.

PIPELINE LOCATIONS SUPPLIED BY J.F. BRENNAN CO., INC. 

APPROXIMATE LOCATION OF

PIPELINES WITH 15’ SETBACKS.

(SEE NOTE 2)

DMU-1POG4

DMU-2POG4

DMU-5POG4

4.

0.0’ - 0.1’ ABOVE TARGET ELEVATION

0.6’ - 0.7’ ABOVE TARGET ELEVATION

0.1’ - 0.2’ ABOVE TARGET ELEVATION

0.2’ - 0.3’ ABOVE TARGET ELEVATION

0.3’ - 0.4’ ABOVE TARGET ELEVATION

0.4’ - 0.5’ ABOVE TARGET ELEVATION

0.5’ - 0.6’ ABOVE TARGET ELEVATION

0.9’ - 1.0’ ABOVE TARGET ELEVATION

0.7’ - 0.8’ ABOVE TARGET ELEVATION

0.8’ - 0.9’ ABOVE TARGET ELEVATION

0.0’ - 0.5’ BELOW TARGET ELEVATION

> .33’  BELOW TARGET ELEVATION

POST-DREDGE SEDIMENT THICKNESS CONTOURS
( SEE NOTE 4 )

> 1.0’  ABOVE TARGET ELEVATION

THICKNESS (ISOPACH)  CONTOURS SHOWN REPRESENT POST-DREDGE

SEDIMENT CONDITIONS, COMPARING THE QA POST-DREDGE SURVEYS

AND THE GMS MODELED 1  PPM PCB TARGET ELEVATIONS.

(WISCONSIN SOUTHERN ZONE).

THE VERTICAL CONTROL IS REFERENCED TO NAVD 88.

SUB-AREA POG4 BOUNDARY

(SEDIMENT > 1.0 ppm PCB)

POG-4
SOUTH

Foth Infrastructure & Environment, LLC
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