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Sewer Specification Checklist
Notice: Use of this form is required by the Department for any sanitary sewer construction request pursuant to s. 281.41, Wis. Stats. The Department will not consider your request unless you complete and submit this extension request. Personal information collected on this form will be used for administrative purposes and may be provided to requesters to the extent required by Wisconsin's Open Records law [ss. 19.31-19.39, Wis. Stats.].
State of Wisconsin
Department of Natural Resources
PO Box 7921, Madison WI 53707-7921
dnr.wi.gov
Sanitary sewers will be constructed in accordance with:
1. Standard specification for sewer and water construction in Wisconsin (
Note: Standard specifications do not amply cover erosion control measures. Special provisions must be submitted.
2. Standard specifications on file.
3. Specification enclosed (please fill out sections A through G below).
A. Pipe Material
Application Standard
Joint Type and Standard
Asbestos Cement
Cast Iron
Concrete
Vitrified Clay
Steel
Ductile Iron
PVC
ABS Composite
Is any pressure sewer pipe being used?
Note: Specifications must be sealed by a professional engineer.
B. Is trench width adequate for pipe laying, jointing and placement of proper backfill?
C. Bedding type for pipe meets requirements of ASTM C12-81 or MOP 9?
Bedding material for PVC and ABS composite pipe meets requirements of ASTM D2321-80?
D. Suitable backfill material within 2 feet of pipe ( no frozen or organic material or large stones)?
E. Infiltration - less than 200 gal/in/mi/day?
F. PVC pipe deflection testing?
G. Manholes:
I certify that I have examined the above information and found it to be true, complete and correct to the best of my knowledge.
8.2.1.3144.1.471865.466429
DNR
State of Wisconsin Department of Natural Resources
Form 3400-095 Sewer Specifications Checklist
Gerry Novotny
04/2014
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